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1st layer top layer

BG500 500 380 63 6 67 14 40

BG800 800 680 54 8 53 14 50

BG1100 1100 870 41 8 53 14 50

BG1300 1300 1000 45 9 48 14 55

BG1500 1500 1200 42 10 60 21 55

BG2000 2000 1600 35 10 60 21 55

BG2500 2500 2000 52 12 52 21 100

BG2600 2600 2000 54 12 76 21 100

Working
pressures diff.

(Mpa)

Flow Rate
(L/min)

Model

Pull Force  (KN)
Rope Speed

(m/min)

 Diameter
of rope
(mm)

Capacity
of rope

(m)

1. Floating type planetary gearbox, smooth operation and reasonable structure. 
2. Normally closed friction type brake, high braking torque, safe and reliable operating.  
3. Small volume, compact structure and high transmission efficiency. 
4. Long life Danfoss hydraulic orbit motor 
5. M ounting frame is available on request. 
6. Balance valve, shuttle valve, limit switch and other accessories are also available on request. 
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For above specification and dimensions, it is just for reference. For more, please contact us.

Meanwhile, we can customise the products based on your requirements.
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1. 
2. 
3. 
4. 
5. 
6. 

One-or two-stage planetary gearboxes, smooth operation and reasonable structure. 
Normally closed friction type brake, high braking torque, safe and reliable operating.  
Small volume, compact structure and high transmission efficiency. 
Radial piston hydraulic motor with long life operating. 
Mounting frame is available on request. 
Balance valve, shuttle valve, limit switch and other accessories are also available on request. 

Pull
Force
(KN)

Rope
Speed

(m/min)

GW2.5-10-60-10-ZP 10 0-30 238 575 15.0 10 60 GN  05-110D51 C2.5-5

GW2.5-20-50-12-ZP 20 0-30 238 1050 17.0 12 50 GN  05-200D51 C2.5-5.5

GW3-30-65-15-ZP 30 0-35 305 2125 15.9 15 65 GN  2-420D51 C3-5

GW3-40-60-16-ZP 40 0-35 305 2711.5 16.4 16 60 GN  2-500D51 C3-5.5

GW4-50-70-20-ZP 50 0-40 380 4365 16.3 20 70 GN  3-900D240101 C4-5

GW4-60-68-21.5-ZP 60 0-40 380 5428.5 16.0 21.5 68 GN  3-1000D240101 C4-5.5

GW5-80-100-24-ZP 80 0-40 470 9080 15.6 24 100 GN  5-1800D240101 C5-5

GW5-100-90-28-ZP 100 0-40 470 11039 16.0 28 90 GN  5-2000D24010 C5-5.5

GW6-120-176-30-ZP 120 0-30 600 16725 17.0 30 175 GN  6-3000D480101 C6-5.5

GW6-150-150-34-ZP 150 0-25 600 16725 19.8 34 150 GN  6-3000D480101 C6-5.5

Gearbox
Model

Working
pressures diff.

(Mpa)

 Diameter
of rope
(mm)

Capacity of
rope (mm)

Hydraulic motorModel

The 1st layer
 Diameter of
reel bottom

(mm)

Total
displacement

(ml/r)

Model D D1 D2 D3 A、B S X L L1 L2 L3 L4 L5 L6

GW2.5 238 342 15 Φ205 G1" 197 G1/4" 260 650 382 30 368 395 245

GW3 305 450 19 Φ244 G1" 255 G1/4" 320 735 482 40 502 450 350

GW4 380 600 21 Φ380 M33*2 336 G1/2" 372 892 564 45 636 660 500

GW5 470 720 21 Φ495 M33*2 380 G1/2" 510 1158 696 70 775 750 500

GW6 600 1022 28 Φ510 M33*2 570 G1/2" 866 1583 770 80 895 1092 570
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For above specification and dimensions, it is just for reference. For more, please contact us.

Meanwhile, we can customise the products based on your requirements.
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1. Two-or three-stage planetary gearboxes, smooth operation and reasonable structure.
2. Normally closed friction type brake, high braking torque, safe and reliable operating.
3. Small volume, compact structure and high transmission efficiency.
4. Axial fixed or variable hydraulic motor with long life operating.
5. Mounting frame is available on request.
6. Balance valve, shuttle valve, limit switch and other accessories are also available on request.

1st layer top layer

AF5700 5700 4500 60 16 107 25 160

AF7700 7700 6000 52 18 118 25 180

AF9600 9600 7500 43 20 118 25 180

AF12800 12800 9800 43 24 118 27 220

AF15000 15000 12800 39 24 110 25 220

AF18500 18500 14600 85.3 28 162 27 380

AF25000 25000 19500 48.1 30 162 27 380

AF30000 30000 23000 32 32 169 30 380

AF45000 45000 34700 32 42 169 30 380

Pull Force  (KN)
Rope Speed

(m/min)

 Diameter
of rope
(mm)

Capacity
of rope

(m)

Working
pressures diff.

(Mpa)

Flow Rate
(L/min)

Model
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For above specifications, it is just for reference. For more, please contact us.
Meanwhile, we can customise the products based on your requirements.
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MODEL ΦD ΦD1 D2 D3 L L1 L2 L3 L4 L5 L6 H H1 H2

HC  W   30 90 165 13 8-M12×30 431 199 257 57 485 316 196 225 80 8

HC  W   40 110 200 14 8-M14×30 508 276 330 60 510 338 218 270 96 0

HC  W   50 110 220 14 8-M14×30 542 282 338 70 580 368 238 295 100 0

HC  W   80 143 270 19 8-M16-7H 622 275 390 64 532 — 286 362 119 0

For above dimension, it is just for reference. For more, p  lease contact us.

Meanwhile, we can also customise the winch based on your requirements.

Note:

Wire rope max. pull force

bottom layer (KN)

Wire rope working speed

bottom layer (m/min)

Hydraulic motor OMP80 OMP80 OMS125 OMT250

System working pressure (Mpa) 15 16 17 16

Hydraulic motor system capacity
(L/Min)

45 53 55 95

Transmission ratio (i) 48 52 43 35

Wire rope diameter (mm) Φ11 Φ11 Φ13 Φ17

Number of layer of rope (layer) 4 3 3 3

Cope capacity (m) 23 25 30 30

Weight (kg) 35 40 54 115

HCW80
                          Type

     Item
HCW30 HCW40 HCW50

30 40 50 80

5.5 5 5 5

For above sp  ecification, it is just for reference. For more sp  ecification, p  lease contact us.
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coupling lever Oil Inlet

Drum

Drain Port

Set Screws Holder

Brake

Hydraulic Motor

For above specifications, it is just for reference. For more, please contact us.

Meanwhile, we can customise the products based on your requirements.

Wire rope max. pull force

bottom layer (KN)

Wire rope working speed

bottom layer (m/min)

Hydraulic Motor OMS80 OMS160 OMS250 OMS315 OMT315 OMT315 OMT500

Response pressure of
arrester (Mpa)

< 2.5 < 2.5 < 2.5 < 2.5 < 2.5 < 2.5 < 2.5

System working pressure
(Mpa)

15 17 17 17 18 19 17

Hydraulic motor system
capacity (L/Min)

55 55 54 78 88 94 120

Transmission ratio (i) 36 36 36 36 53.28 53.28 53.28

Wire rope diameter (mm) Φ14 Φ18 Φ22 Φ26 Φ28 Φ30 Φ36

Number of layer of rope
(layer)

4 4 4 4 4 4 4

Cope capacity (m) 45 59 56 49 60 60.1 120

Weight (kg) 129 262 285 295 560 570 800

7.5 35

                          Type
     Item

HCP065 HCP400

65 395

HCP250

56 6 6

HCP300

98 147 196 245 294

HCP100 HCP150 HCP200

L 580 1015 1125 1135 1210 1225 1545

L1 105 240 255 255 282 282 235.5

L2 397 525 532 532 610 610 755

L3 72 90 90 100 120 130 30

L4 230 340 334 334 360 360 480

D1 Φ300 Φ390 Φ400 Φ400 Φ530 Φ530 Φ600

D2 Φ170 Φ190 Φ210 Φ210 Φ280 Φ280 Φ280

D3 Φ18 Φ22 Φ22 Φ26 Φ30 Φ30 Φ35

D4 Φ16 Φ21 Φ24 Φ28 Φ30 Φ32 Φ38

HCP065 HCP400
                          Type
     Item

HCP100 HCP150 HCP200 HCP250 HCP300


